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G ENERAL SHEET NOTE S 





Ar.'£N'tt 'lUtM£ Df DOOR; UNLESS NOTED OTHERWISE, 
i.TANDAFiC EXCtLON IHPEFIIAL TEXTURE THICK) OR 
C-ATS Cf lEALLR IN ALL ROOMS WITH VCT WITHIN WORK AREA. USE 
• ADHESIVE COMPATiRlE WITH SUBSTRATES. 

SE (!*■' thick, rorpe or approved equal use low voc, water 

nSLE WITH SUBSTRATES. 

T I, TO have i' X r CEILING PANELS SUPPORTED BY A ISH4“ GRID 
)NO 'RANDOM F.SSURED', SQUARE EDGE WITH ARMSTRONG 


sting Walls ro i PEEf Seyond all DIST 


CT = CERAMI TILE 

SAT = SUSPENDED ACOUSTICAL TILE 
SV = SHEET VINYL 

ECSD - EXPOSED CONCRETE STRUCTURAL Dl 
VAT = VINYL ASBESTOS TILE 
C&IP=CUTAND PATCH 









ROOF PLAN 


U.B 1 

SUPPLIES i 




THIS PROJECT WILL BE CONSTRUCTED IN PHASES TO AaOW 
CONTINUOUS OCCUPANCY FOR the DPH STAFF PHASE I WILL INCLUDE 
ALL RENOVATIONS REQUIRED AT N22T AND K122V. THE 
CONSTRUCTION OF THE STORAGE ROOM NIMB WILL INCLUDE A 
TEMPORARY CARD ACCESS READER WIRED TO LOCKING DOOR 
HARDWARE. THE STORAGE ROOM WILL BE USED AS A TEMPORARY 
SECURE STORAGE SPACE FOR EVIDIiNCE KEPT ONSITE. UPON 
COMPLEHON OF THE CONSTRUCTION IN N2M. N»4A AND N224B. 
PHASE 2 CONSTRUCTION WORK Will START PHASE 2 WILL INCLUDE 
THE WORK REQUIRED IN ROOMS 243 THRU 2516 

CUT b PATCH EXISTING PLASTER WALL FINISH AT ALL LOCATIONS 
WHERE NEW WALLS ABUT EXISTING WALLS. AT NEW CMU WALL 
LOCATIONS, REMOVE EXISTING PLASTER FROM FACE OF EXISTING CML 
OR CONCRETE WALLS/COLUMNS TO REMAIN TO ALLOW FOR A 50UD 
TIE-IN TO EXISTING CONSTRUCTION. 

AT ALL NEW VCT FLOORING AREAS. CONTRACTOR TO INSTALL IC-15 
SELF-LEVELING UNDERLAYMENT CONCRETE BY ARDEX. INC. OR 
APPROVED EQUAL PREP SLAB PER LEVELING COMPOUND MANFACTURER 
RECOMMENDATIONS. 

. ALL WOOD BLOCKING REQUIRED IN NEW WALLS TO BE FIRE-TREATED. 
PROVIDE FIRESTOPPING AT All NEW AND EXISTING ABANDONED aOOR 
b WALL PENETRATIONS. SEE HVAC PLUMBING b ELECTRICAL DRAWINGS 
FOR FIRESTOPPING LOCATIONS. SUBMIT UL DESIGNS FOR EACH 
PENETRATION TYPE b INSTALL NEW FIRESTOPPING TO MEET UL DESIGN 
REQUIREMENTS. PROVIDE PAINTABLE FIRESTOPPING WHERE 
PENETRATION IS TO REMAIN EXPOSED. INFILL LARGE OPENINGS WHERE 
HVAC OLKns ARE REMOVED TO MATCH EXISTING WALL 
CONSTRUCTION. SEE HVAC DRAWINGS FOR LOCATIONS 
PROVIDE FIRE SEALANT AT AUL NEW JOINTS WHERE FIRE RATED (OINTS 
ARE REQUIRED. SUBMIT UL DESIGNS FQR EACH lOINT TYPE fr INSTALL 
NEW FIRE SEALANT TO MEET UL DESIGN REQUIREMENTS. PROVIDE 
PAINTABLE FIRE SEALANT WHERE PENETRATION IS TO REMAIN EXPOSED. 

. INSTALL NEW |OINT SEALANT AT ALL LOCATIONS WHERE DISSIMILAR 
MATERIALS MEET. INSTALL |OINT SEALANT COMPATIBLE b 
RECOMMENDED FOR USE WITH ADJOINING MATERIALS. 




I. NEW 38“ X 38” (V.I.F.l security SCREENS AT EXTERIOR WII 
SLIMLINE SECURITY SCREEN (SECURITY LEVEL-51 wn2 GA MESH SC 
AVANTGARD MANUFACTURING OR APPROVED EQUAL 
L NEW ADA EMERGENCY SHOWER. 

!. NEW METAL BASE CABINETS WITH PHENOUC COUNTERTOP fr ST 
STEEL SINK. EMERGENCY EYEWASH STATION ADJACENT TO SIN 
TEMPERED WATER 


!. RELOCATED MEDICAL GAS STORAGE TANKS 
NEW FIRE TREATED WOOD BLOCKING A 
ANCHORDS- 

I. CUT AND PATCH EXISTING BRICK EXTEBI 
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r '—IMD 

[storage. I 



FLOOR PLAN LEGEND 


PARTIAL SECOND FLOOR PLAN 

I i j 5 CALEi 3/16"- F 4 _ ^ li?^ 
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WINDOW 
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UNIVERSITY OF MASSACHUSETTS 

FACILITIES PLANNING DIVISION 


RENOVATION FOR WESTERN MASS DPH OFFICE 


PARTIAL SECOND FLOOR PLAN 
















